Message

From: TKeefe@globalp.com [TKeefe@globalp.com]

Sent: 9/9/2014 9:37:49 PM

To: Osbahr, Bill [oshahr.william@epa.gov]

CC: astratton@eastmount.com; Bruce Yates (BYates@globalp.com) [BYates@globalp.com]; Kudarauskas, Elizabeth A.

[Kudarauskas.Beth@epa.gov]; spiper@mijbradley.com; "Ren Kenny(RKenny@Globalp.com)"@globalp.com

Subject: Re: TTE information
Attachments: Test Hoods.pdf; Test Hoods.pdf

Re: TTE information Link

Hrucs Yates Tom Keefe

o "spiper@mijbradley.com”, rkenny

I do not have a clean drawing for the test hoods, only copy has my notes from meeting.

09/09/2014 05:13 PM

The 5'-4" diameter hood was used on both Tanks 3 and 9, the 4'-0" hood was used only on Tank 3.

Regards,

Bruce A. Yates Jr.
Global Companies, LLC
South Portland, ME
(207)767-8259 (Office)
(207)767-1607 (Fax)
http//www globalp.com

Fromy Tom Keefe/GlobalCo

To: "Bruce Yates (BYates@globalp.com)” <BYates@globalp.com>,

0 "spiper@mijbradley.com” <spiper@mijbradley.com>, rkenny@globalp.com
Date: 09/08/2014 02:35 PM

Re: TTE information

Bruce
Can you dig up the original drawings and scan them?

Thanks

Tom Keefe

VP EHS Operations

Global Partners LP

800 South Street, Suite 500
P.O. Box 9161

Waltham, MA 02454-9161
781-398-4132 work

ED_002592A_00000098-00001



781-983-0365 cell
781-398-9212 fax
e-mail: tkeefe@globalp.com

Bill

See attached drawing for the dimensions of the hoods. The 5'-4" diameter hood was used on both Tanks 3 and 9, the 4'-

0" hood was used only on Tank 3. Tank 3 had two vents, Tank 9 had a single vent.

Let me know if you need anything else

Thanks
Tom

Tom Keefe

VP EHS Operations

Global Partners LP

800 South Street, Suite 500
P.O. Box 9161

Waltham, MA 02454-9161
781-398-4132 work
781-983-0365 cell
781-398-9212 fax

e-mail: tkeefe@globalp.com

ED_002592A_00000098-00002



